Existing Structure:

Existing Structure No. 098-0038INB) & 099-0039(5B) were built In 1962 as F.A.IL Rte. 57,

Section 99-2VEB. Existing sfructures are 3 span continuous wide flange beam bridge on pile
supported piers and abutments, with 77 deck slab and 2° bituminous wearing surface.
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PLA DESIGN SPECIFICATIONS
2002 Standard Specifications for
DESIGNED - CHV Highway Bridges 17th Edition
CHECKED - 505 WHKS & oo 7018 KINGSMILL CT, DigcgloNEéﬁrci?affs
- SPRINGFIELD, 1.
BRAME oLl . (217) 4538457 fe = 3,500 psi
CHECKED - CMY ENGINEERING DESIGNFIRM 184001036 fv = 60,000 psi (Reinforcement)

fy = 36,000 psl (Structural Steel
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SCOPE OF
1L Remove concrete deck and parapet adjacent to expansion joints.
2. Provide Preformed Jolnt Sirlp Seal expansion joints af abutments.
3. Replace concrete deck and parapet adjocent fo expansion joints.
4. Apply " hydro-scarification to deck slab.
5. Repair deck slab.
6. Place 244" latex concrete overlay on bridge deck.
7. Place bituminous overiay on approaches.
8. Apply protective coat and bridge deck grooving fo fop of bridge deck
overlay and new concrele at joints.
8. Jack and remove existing abutment bearings and replace with
elastemeric bearings.
10, Repair deferforated concrete af substructures.
1. Plug or extend existing deck drains.
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